
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

                                                                                                                                                                

PERMANENT OVERHEAD SERVICE POLE 
WITH H-STRUCTURE 

(MAX 400A) 
(Service Pole must be within 10 feet of CVEC Pole) 

CENTRAL VIRGINIA 
ELECTRIC COOPERATIVE 

12/04/2012 

Final Grade 

Disconnect Switch, size may vary 
 

6’ 

Meter Base w/meter 5’ from 
grade to meter socket 

Pressure Treated Pole-16’ x 6” x 6” 

Consumer to provide all material except for meter base and meter 

Decking board 
 

Pressure Treated Pole-8’ x 4” x 6” 

4’ 

12’ 

2’ 

Entrance Cable 
 

Weatherhead 
 

Final Grade 

Proposed overhead service – 
10’ (max) 

CVEC’s existing or 
Proposed pole 

8’ ground rod, clamp and #6 bare copper ground wire 
(Supplied and installed by consumer) 
Grounding conductor shall be connected from the ground 
lug in meter base to the ground rod(s) 
Cooperative requires the meter base to be grounded 
 

Source 
 

Consumer Load 
 

Grounding lug 
Typical wiring for Overhead Service in meter base 


